
MAY CONTAIN U.S. AND INTERNATIONAL EXPORT CONTROLLED INFORMATION 

The reefer power connection to the TT200/TT210 must have power when the reefer power switch is turned on, NOT 
just when the reefer is running. It must NOT have power when the reefer power is turned off so the TT200/TT210 does 
not drain the reefer battery. 

TT200/TT210 Reefer Quick Start Guide 

Carrier Wiring 

The TT200/TT210 will normally detect and communicate 
with the reefer within 24 hours. To force immediate com-
munication and reefer detection, do the following: 

1. Turn on the reefer (the reefer must be running to com-
municate). 

2. Apply 7-way power (to keep the TT200/TT210 proces-
sors awake). 

Thermo King units must have i-Boxes installed with minimum 5308 software and communication setting set for Third-
Party. Thermo King reefers using 45-JB082-6 cable (required for TK i-Box 2010 or later) do not have external ground 
connections. Note: 45-JB082-6 and 45-JB155-6 have identical connectors on both ends. Note labels on cable. 

Thermo King Wiring  
(2010 or newer data and GND connections) 

TT200/TT210 Reefer Detection Procedure 

3. Connect the FST or Configuration Tool to force de-
tection of the external TT200/TT210 devices 
(reefer). 

Note: Until the TT200/TT210 recognizes that it is 
connected to a reefer, the Reefer voltage may show on 
the FST or Configuration Tool as Solar voltage. 

Power is on  
pin 6 of cable 

Thermo King Wiring  

Thermo King Wiring - Precedent  


