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MAY CONTAIN U.S. AND INTERNATIONAL EXPORT CONTROLLED INFORMATION 

The handheld configuration tool is a field support application that executes on the Pharos 565 PDA interfacing with the 
TT200 and/or TT210 terminal. The configuration tool can be used during installation to configure and verify proper installa-
tion of the terminal and after installation for diagnostic functions.  

The tool presents the information about the terminal in as real time as possible. Upon connection to a terminal, all parame-
ters used by the application are queried and stored. The entire parameter set is refreshed and stored once every 30 sec-
onds unless the information is currently displayed on a form, in which case it is updated every 5 seconds. 

TT200/TT210 Handheld Configuration Tool  
Quick Reference 

OVERVIEW 

IMPORTANT INFORMATION 

 The configuration tool software is already installed on 
the PDA. 

 Make sure your PDA’s battery is fully charged. 

 Use your finger or attached stylus to tap areas on the 
screen. 

 You can also use the hard key buttons and 5-way 
switch. 

 Tapping the X at the top right of the screen closes but 
does not shut down the application. 

 To shut down the application, either tap the OK button 
at the top right corner or go to the System menu, 
choose Task Manager, and close the T2WFST. 

LAUNCHING CONFIGURATION TOOL SOFTWARE 

1. Press the power button on the top of the PDA. 

2. Tap the T2WFST icon. The Welcome screen will  
appear. 

USING BLUETOOTH (TT210 only) 

Connect to the TT210 terminal via Bluetooth. Use the 
wireless key fob (CE90-J7622-1), press down the button 
for 30 seconds to turn on Bluetooth. You can also con-
nect the trailer to the 7-way power.  
 
NOTE: If the terminal does not start communicating 
with the handheld configuration tool within 4 minutes, the 
terminal turns off its Bluetooth. 
 

1. From the Welcome screen, tap Menu, tap Connect. 

2. Choose the connection: tap Bluetooth, tap Connect. 

 

USING SERIAL CABLE (TT200 only) 

Connect to the TT200 terminal via serial cable. 
 

1. From the Welcome screen, tap Menu, tap Connect. 

2. Choose the connection: tap Serial, tap Connect. 

INFORMATION / LAUNCH  

SETUP / CONFIGURE 

ENTERING INFORMATION 

Either use the hard keyboard or tap the keyboard icon at the 
bottom center of the screen to bring up the virtual keyboard.  

When you type information into the fields in the configuration 
tool, you can use upper and lower case letters, the numbers 
0-9, and the following special characters: 

!   #   $   %   &   ‘   (   )   *   #   ,   -   .   /   :   ;   <   =   ?   @   \   ^   _   ì 

 
 

SETTING PREFERENCES 

1. Tap Menu, tap Preferences. 

2. Tap the appropriate checkbox(es). 

3. Tap OK. 

CONFIGURING THE TERMINAL 

When you install the terminal, the NMC identifies which 
customer owns the trailer and sends customer-specific in-
formation to the terminal. While the terminal auto-detects 
sensor installation, this information could be set incorrectly 
due to improper installation. To reconfigure: 

1. Tap Menu, tap Configure. 

2. From the Configure screen, enter proper Trailer ID or 
Sensor information. 

3. If the sensor is NOT installed, uncheck the Installed 
box. 

4. Type any information about the installation in the Instal-

lation Notes field. Do NOT exceed 200 characters. 

5. When you are finished, tap Submit. 

6. An alert will pop up. Tap OK to confirm you want to 
make those updates. 

 



SENDING A MESSAGE FROM THE TERMINAL 

1. Tap the Message Queue arrow then the Message tab at 
the bottom of the screen. 

2. Tap Send Msg Now to tell the terminal to transmit a sta-
tus message to the host. 

3. Tap OK. The terminal receives a GPS fix, then calls the 
NMC to transmit terminal and trailer information. 

VIEWING PAST TERMINAL HISTORY 

1. Tap Menu, tap History. You will see what terminals have 
been connected by this installation of the Configuration 
Tool.   

2. Select a terminal and tap Display. 

 

CAPTURING HISTORY BUFFER  

1. Tap Menu, tap Utilities. 

2. Select the terminal type from the pull down list.  

3. Select Capture History Buffer from the Action pull down 

list, tap Start.  

4. Choose a connection and tap Connect.  

5. Save the file to the folder of your choice. Tap OK. The in-
dicator bar will show the capture progress. 

HEALTH CHECK PANEL 

NON REEFER TO REEFER 

The terminal automatically detects if a reefer is attached 
and if the reefer is running. The reefer type will be dis-
played in the health screen. 

REEFER TO NON REEFER 

1. Remove the terminal from the reefer trailer. 

2. Install the terminal on the non-reefer trailer. 

3. Tap Menu, tap Configure icon on the tool. 

4. From the Configure screen, check the Clear Reefer 

Type box. Tap Submit. 

5. The Reefer field now shows: None. The configure 
screen should no longer contain the Clear Reefer Type 
checkbox. 
 

VIEWING CALL HISTORY 

Tap the Message Queue arrow then the History tab at the 
bottom of the screen. This shows the history of all calls 
made by the currently connected terminal. 

MAY CONTAIN U.S. AND INTERNATIONAL EXPORT CONTROLLED INFORMATION 

MOVING / HISTORY  

REVIEWING TERMINAL INFORMATION 

Quickly glance at the health check panel to monitor the terminal’s status. If any 
functions are failing, you can use the configuration tool to help find and resolve 
the problem. For more specific information on each area, tap the Arrow next to 
any of the items. 

Trailer ID: Verify the Trailer ID of the trailer you are working with. 

Cargo Sensor: (if installed) Toggles from Unloaded to Loaded when 
blocked. 

Door Sensor: (if installed) Toggles from Closed to Opening or Open to  
Closing. 

Auxiliary Sensor: (if installed) Toggles from Open, Opening, Closed, or 
Closing when AUX sensor is exercised. 

GPS: Indicates either 2D or 3D. No Fix means GPS cannot obtain fix from  
satellites. 

Battery: Displays Charging or battery voltage if no external voltage is ap-
plied. 

7W: Displays voltage of approximately 12 VDC. 

Sol: Displays voltage of 4 to 6 VDC under direct sun exposure. 

Rfr: (if installed) Displays approximately 12 VDC when reefer is running. 

Phone: Displays at least two bars. 

Registration: Indicates Provisioned, Pending Comm, or Registered. 

Message Queue:  Indicates number of messages waiting. 

UPGRADES / SENDING MESSAGES  

      FOR ADDITIONAL SUPPORT 

Tap the Help button from various screens for context sensitive help. You can also access procedural help from the Health 
Screen. Depending on where you are, you have a choice or Call Omnitracs Customer Support at (800) 541-7490. 

FIRMWARE UPGRADES 

1. Tap Menu, tap Utilities. 

2. Select which firmware type to upgrade. 

3. Tap Start to upgrade to that firmware. 

4. Indicator bar will show upgrade progress. 


