TT210 2G and 3G
Version 8.21
External Release Notes

Introduction

This release of TT210 firmware targeted for both the 2G and 3G versions of hardware, including
the 3G Rev. D hardware with the new Sierra Wireless modem. The version strings are as follows:

e The APP Bootloader version is labeled as: ABT.08.10.00000
e The APP Release version is labeled as: APP.08.21.00000_dev
e The APP Production version is labeled as: APP.08.21.00000
e The PMP Bootloader version is labeled as: PBT.08.16.00000
e The PMP Production version is labeled as: PMP.08.17.00000
e The PMP Release version is labeled as: PMP.08.17.00000_dev

This document describes the new or modified features of software version 8.21 for the TT210.

Please install the components in the order listed above. Installing components out of order may
cause adverse system performance.

Perforce Label
TT210_APP_08_21_00000

Components

Note: Changed items are in red.

e PMP
O Bootloader (PBT.08.16.00000)
0 Main Application (PMP.08.17.00000)

e APP
O Bootloader (ABT.08.10.00000)
0 Main Application (APP.08.21.00000)

Tools
CONFIG_TOOL 1.3 11 0
CONFIG_TOOL_HANDHELD 1_4 0 1
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Third Party Components
e N/A

Supported Devices (DDD)
e TT2102G and TT210 3G

GOM Observation
e N/A

GOM Authoring Tool
e N/A

Contact Information

e vishb (858) 795-1002
e jspiares (469) 801-6267
e wcarter (469) 801-6265

Upgrade Procedures

Firmware updates will be sent to the TT210 unit over-the-air.

Firmware may be installed locally using the windows based Configuration Tool for units already
suffering from lack of over-the-air communications.

The TT200/TT210 Configuration Tool Quick Reference (80-18081-1) is available on the customer
portal.

Installation of TT210 Firmware

To install the applications, use the Configuration Tool and select the Utilities screen, Terminal
Type TT210, and image type to load.

Fixes

e Previously Trip Reports were not working with Window Mode. This has been fixed.
[75320]

e The TT210 unit would stop messaging after "Preset Wake Setup Time" was changed to
two minutes. This has been resolved. [75299]
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Fixes

e Following a "Battery Needs Charge" event, Window Mode would no longer message
even after the engine was on for several days. This has been fixed. [75236]

e A queued status report was lost while in Window Mode with engine off. This has been
resolved. [74956]

e A unit stopped sending a status report in Window Mode when the engine was on. This
has been fixed. [74944]
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U.S.A.

Copyright © 2014-2015 Omnitracs, LLC. All rights reserved.

Omnitracs is a trademark of Omnitracs, LLC. All other trademarks are the property of their respective
owners.

Omnitracs endeavors to ensure that the information in this document is correct and fairly stated, but
Omnitracs is not liable for any errors or omissions. Published information may not be up to date, and it
is important to confirm current status with Omnitracs.

This technical data may be subject to U.S. and international export, re-export or transfer (export) laws.
Diversion contrary to U.S. and international law is strictly prohibited.
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