
70-JC175-1 Rev. 2.0.3                           

MAY CONTAIN U.S. AND INTERNATIONAL EXPORT CONTROLLED INFORMATION 

VDC Version 2.0.3 

External Release Notes 

Introduction 

This document describes the Vehicle Data Configuration (VDC) update changes for MCP100 
Version 8.5, MCP110/MCP200 Version 9.2, and MCP50 Version 1006. 

VDS Configuration Deployment Strategy 

 Omnitracs will not broadcast the new configurations to upgrade any of the fielded units 

 New configurations will be sent on any new installations or if configurations are resent 
to the unit for any reason from VDC.  

 Customers may elect to resend the configurations in order to take advantage of the new 
features explained below.  

VDC Changes 

J1939 VDS configurations have been updated on the VDC. Below you will find the specific 
changes to the configurations as well as other changes to VDC.  

 VDC now supports 2012 and newer Volvo and Mack engines using J1939 

 All J1939 VDS configuration have been merged which means that the configurations in 
VDC support all truck models and years. It is no longer required to call QES support to 
send a special configuration.  

 OBDII was added as a truck in the selection wizard.  
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MCP110/MCP200 VDS Differences J1939 v8.0 to v9.2 

Distance Ltd (PGN 65248)  

Instrument Cluster was raised to the beginning of the priority filter list for Life To Date Distance.  

Reason for change:  Instrument cluster was moved to the top of the priority so if distance is 
available from that source there is a better chance of matching what the mobile uses and what 
is displayed on the dash.  

Customer Impact:  If the configuration is changed with a driver logged in, there may be a one-
time odometer jump due to changing odometer sources.  

Priority list for PGN 65248 is: 

Priority Source Name  Hex ID Decimal ID 

1 Instrument Cluster 17 23 

2 Cab Controller 31 49 

3 Engine 0 0 

Road Speed (PGN 65265)  

Cruise Control has been added as an alternate source address for road speed.  

Reason for change:  Newer Volvo trucks were only posting speed from the Cruise Control 
source.   

Customer Impact: None  

Fuel Level 2 (PGN 65276)  

Functionality has been added as a new data item used in Exact Fuel.  Priority list for Fuel Level is: 

Priority Source Name  Hex ID Decimal ID 

1 Instrument Cluster 17 23 

2 Body Controller 21 33 

3 Engine 0 0 

4 Cab Controller 31 49 
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MCP100 VDS Differences J1939 V8 to V8.5 

Distance Ltd (PGN 65248) 

Instrument Cluster was raised to the beginning of the priority filter list for Life To Date Distance.  

Reason for change:  If distance is available from that source there is a better chance of matching 
what the mobile uses and what is displayed on the dash.  

Customer Impact: If the configuration is changed with a driver logged in, there may be a one-
time odometer jump due to changing odometer sources.  

Priority list for PGN 65248 is: 

Priority Source Name  Hex ID Decimal ID 

1 Instrument Cluster 17 23 

2 Cab Controller 31 49 

3 Engine 0 0 

Road Speed (PGN 65265)  

Cruise Control has been added as an alternate source address.  

Reason for change:  Newer Volvo trucks were only posting speed from the Cruise Control 
source.   

Customer Impact: None  

Fuel Level 1 (PGN 65276)  

Functionality has been added as a new feature used in Exact Fuel.   

Reason for change:  To support the new application Exact Fuel 

 

Priority Source Name  Hex ID Decimal ID 

1 Instrument Cluster 17 23 

2 Body Controller 21 33 

3 Engine 0 0 

4 Cab Controller 31 49 

 

Note: Even though this configuration supports Fuel Level, the MCP100 does not plan to support 
Exact Fuel.   
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MCP50 VDS Differences J1939 V1003 to V1006 

Road Speed (PGN 65265)  

Cruise Control has been added as an alternate source address along with the Engine which has 
always been used.  

Reason for change:  Newer Volvo trucks were only posting speed from the Cruise Control 
source.   

Customer Impact: None  

Fuel Level 1 (PGN 65276)  

Functionality has been added as a new feature used in Exact Fuel.   

Reason for change:  To support the new application Exact Fuel  

Priority list for Fuel Level is:  

Priority Source Name  Hex ID Decimal ID 

1 Instrument Cluster 17 23 

2 Body Controller 21 33 

3 Engine 0 0 

4 Cab Controller 31 49 

Note: Fuel Level 2 is not supported 
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