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Weigh Station Bypass 
Frequently Asked Questions 

About Weigh Station Bypass 
Omnitracs Weigh Station Bypass Solution Provided by Drivewyze PreClear aims to reduce the 
number of times a truck is required to stop at a weigh station for inspections. This system will 
provide the driver with instructions to bypass or pull over at weigh stations. 

What Omnitracs devices support Weigh Station Bypass? 
Weigh Station Bypass is compatible with MCP50, MCP110, MCP200, IVG, and XRS units. 

Do drivers need to turn on Weigh Station Bypass? 
The Weigh Station Bypass application does not need to be turned on. Once the application is 
enabled by the carrier, drivers will start getting notifications about upcoming weigh stations 
automatically. 

How do drivers know if they get a bypass? 
A green window with the word BYPASS will appear on the screen of the mobile unit and a 
distinct audible tone will be heard. 

How long are the bypass messages displayed on the unit? 
The bypass screen will display for 30 seconds or until the driver dismisses the screen by 
tapping on it. The bypass messages take top priority and are displayed over the current screen. 

What happens if the driver does not receive a bypass? 
The driver will receive a “Pull in Unless Closed” notification if the nearby weigh station is not 
supported by Drivewyze. If the nearby weigh station is not supported by Drivewyze, the driver 
will receive a “Follow Road Signs” notification.  

How does the solution decide if the driver receives a bypass or is 
asked to pull in? 
Weigh Station Bypass looks at the carrier’s overall ISS score and uses that to make a decision. 
The lower the ISS score, the greater the chance that a driver will get a bypass. Other factors, 
like an expired IFTA account, are also taken into consideration. Currently, carrier-wide 
information is used in making the bypass decisions. 
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Why would drivers want to avoid an inspection? 
The Omnitracs Weigh Station Bypass solution helps to reduce unplanned inspection delays, 
saving time and money, when a bypass is allowed. This allows you to improve safety scores in 
the future with clean, planned inspections.  

Are drivers eligible for a bypass at all weigh stations in the US? 
While the solution is supported in the majority of US states. There are currently over 700 sites 
covered in 42 states. This service is continually improved and expanded upon with new sites 
and states. The latest coverage map showing supported weigh stations can be found at 
http://drivewyze.com/coverage-map/.  

What happens if a driver follows bypass instructions and gets stopped 
by law enforcement? 
The first step is for the driver access the Weigh Station Bypass icon on the mobile unit and 
show the officer that a bypass was authorized. In most cases, this will be enough. If this does 
not work and the driver gets a ticket, a phone call can be made to the Omnitracs support line; 
someone will contact you during normal business hours and assist you in resolving the ticket. If 
the driver is being held and prevented from driving, call the Omnitracs support line and ask for 
an emergency escalation process; someone will help you immediately. 

Does the solution offer any kind of reports? 
Weigh Station Bypass provides regular monthly reporting on the bypasses received, and offers 
semi-customizable reports to fit your business needs.  

Do I need to train my drivers on how to use this application? 
Although Weigh Station Bypass is very simple and requires little to no driver interaction, you 
will need to train your drivers so they know what to expect and what to do when different 
messages appear on their screen. You can direct your drivers to http://1.drivewyze.com/go-
omnitracs/ for some how-to information as well as a short training video. The link is mobile-
friendly and displays well on an Android, iOS, and other mobile devices. 

 

Contact Us 
If you have any questions or concerns, please feel free to contact us. 

Email: www-ocus@omnitracs.com 

Phone: 1‐800‐541‐7490 

http://drivewyze.com/coverage-map/
http://1.drivewyze.com/go-omnitracs/
http://1.drivewyze.com/go-omnitracs/
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Omnitracs, LLC 
717 N. Harwood Street, Suite 1300 
Dallas, TX 75201 U.S.A. 

 

© 2016-2017 Omnitracs, LLC. All rights reserved. 

Omnitracs is a trademark of Omnitracs, LLC.  All other trademarks are the property of their 
respective owners. 

Omnitracs endeavors to ensure that the information in this document is correct and fairly 
stated, but Omnitracs is not liable for any errors or omissions. Published information may not 
be up to date, and it is important to confirm current status with Omnitracs. Specifications are 
subject to change without notice. 

This technical data may be subject to U.S. and international export, re-export or transfer 
(export) laws. Diversion contrary to U.S. and international law is strictly prohibited. 
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